
Racc tournant 90° GAZ male x femelle

Racc tournant 90° gaz male x femelle

Matière: acier (inos sur demande)
Selon norme: DIN 2353 / ISO 8434-1

Type: selon norme DIN 3852/ ISO 1179

Code                                        Référence                                                       D1                              D2                          D3            Pression (Bar)     L1          L2       Poids 

021757 RACC TOURNANT 90° FG1/4XMG1/4R 1/4" 1/4" CYL R 400 bars 40 mm 23 mm 0

021758 RACC TOURNANT 90° FG3/8XMG3/8R 3/8" 3/8" CYL R 400 bars 48 mm 31 mm 0

021759 RACC TOURNANT 90° FG1/2XMG1/2R 1/2" 1/2" CYL R 400 bars 55 mm 32,5 mm 0

021760 RACC TOURNANT 90° FG3/4XMG3/4R 3/4" 3/4" CYL R 250 bars 66 mm 35,5 mm 0

021761 RACC TOURNANT 90° FG1"XMG1"R 1" 1" CYL R 250 bars 78 mm 67,5 mm 0

021762 RACC TOURNANT 90° FG1"1/4XMG1"1/4R 1"1/4 1"1/4 CYL R 250 bars 92 mm 83,5 mm 0

021763 RACC TOURNANT 90° FG1"1/2XMG1"1/2R 1"1/2 1"1/2 CYL R 250 bars 102 mm 86 mm 0
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