
Coude male NPT(BRIGGS) 90° série L et S

RACCORD DIN CONE 24°

Matière: acier
Norme: ISO 8434-1 (DIN 2353)

Type: 1021
Raccord livré nu, sans bague et sans ecrou

Code                               Référence                                                 D1                                      D2                                      D3                             Pression (Bar)          Poids 

SERIE L

004166 8DL 6/1/8NPT NU 6L - M12X150 1/8" NPT 315 0.02

004164 8DL 6/1/4NPT NU 6L - M12X150 1/4" NPT 315 0.029

004170 8DL 8/1/4NPT NU 8L - M14X150 1/4" NPT 315 0.031

031449 8DL 8/3/8NPT NU 8L - M14X150 3/8" NPT 315 0

004177 8DL10/1/4NPT NU 10L - M16X150 1/4" NPT 315 0.035

025303 8DL10/3/8NPT NU 10L - M16X150 3/8" NPT 315 0

004185 8DL12/1/4NPT NU 12L - M18X150 1/4" NPT 315 0.045

004189 8DL12/3/8NPT NU 12L - M18X150 3/8" NPT 315 0.047

004183 8DL12/1/2NPT NU 12L - M18X150 1/2" NPT 315 0.093

004191 8DL15/1/2NPT NU 15L - M22X150 1/2" NPT 315 0.058

004196 8DL18/1/2NPT NU 18L - M26X150 1/2" NPT 315 0.109

004201 8DL22/3/4NPT NU 22L - M30X200 3/4" NPT 160 0.15

004202 8DL28/1"NPT NU 28L - M36X200 1" NPT 160 0.27

031450 8DL35/1"1/4NPT NU 35L - M45X200 1"1/4 NPT 160 0.539

031451 8DL42/1"1/2NPT NU 42L - M52X200 1"1/2 NPT 160 0.584

SERIE S

004214 8DS 6/1/4NPT NU 6S - M14X150 1/4" NPT 630 0.036

004217 8DS 8/1/4NPT NU 8S - M16X150 1/4" NPT 630 0.046

004223 8DS10/3/8NPT NU 10S - M18X150 3/8" NPT 630 0.06

004227 8DS12/3/8NPT NU 12S - M20X150 3/8" NPT 630 0

031452 8DS12/1/2NPT NU 12S - M20X150 1/2" NPT 630 0

004229 8DS14/1/2NPT NU 14S - M22X150 1/2" NPT 630 0.112

004233 8DS16/1/2NPT NU. 16S - M24X150 1/2" NPT 400 0.131

004240 8DS20/3/4NPT NU 20S - M30X200 3/4" NPT 400 0.198

031453 8DS25/1"NPT NU 25S - M36X200 1" NPT 400 0.359

031454 8DS30/1"1/4NPT NU 30S - M42X200 1"1/4 NPT 400 0.582

031455 8DS38/1"1/2NPT NU 38S - M52X200 1"1/2 NPT 315 0.916
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