
Coude male UNF 45° série L et S

ORIENTABLE AVEC CONTRE-ECROU ET JOINT ELASTOMERE - RACCORD DIN CONE 24°

Matière: acier
Norme: ISO 8434-1 (DIN 2353)

Type: 1066
Raccord livré nu, sans bague et sans ecrou

Code                               Référence                                                 D1                                      D2                                      D3                             Pression (Bar)          Poids 

SERIE L

032238 9DL 6/7/16 UNF NU 6L - M12X150 7/16" UNF 315 0

032239 9DL 8/9/16 UNF NU 8L - M14X150 9/16" UNF 315 0

032240 9DL10/9/16 UNF NU 10L - M16X150 9/16" UNF 315 0

032241 9DL12/3/4 UNF NU 12L - M18X150 3/4" UNF 315 0

032242 9DL15/7/8 UNF NU 15L - M22X150 7/8" UNF 315 0

032243 9DL18/7/8 UNF NU 18L - M26X150 7/8" UNF 315 0

032244 9DL22/1"1/16 UNF NU 22L - M30X200 1"1/16 UNF 160 0

032245 9DL28/1"5/8 UNF NU 28L - M36X200 1"5/8 UNF 160 0

032246 9DL35/1"5/8 UNF NU 35L - M45X200 1"5/8 UNF 160 0

032247 9DL42/1"7/8 UNF NU 42L - M52X200 1"7/8 UNF 160 0

SERIE S

032248 9DS 6/7/16 UNF NU 6S - M14X150 7/16" UNF 400 0

032249 9DS 8/9/16 UNF NU 8S - M16X150 9/16" UNF 400 0

032250 9DS10/9/16 UNF NU 10S - M18X150 9/16" UNF 400 0

032251 9DS12/3/4 UNF NU 12S - M20X150 3/4" UNF 400 0

032252 9DS14/7/8 UNF NU 14S - M22X150 7/8" UNF 400 0

032253 9DS16/7/8 UNF NU 16S - M24X150 7/8" UNF 400 0

032254 9DS20/1"1/16 UNF NU 20S - M30X200 1"1/16 UNF 400 0

032255 9DS25/1"5/16 UNF NU 25S - M36X200 1"5/16 UNF 400 0

032256 9DS30/1"5/8 UNF NU 30S - M42X200 1"5/8 UNF 315 0

032257 9DS38/1"7/8 UNF NU 38S - M52X200 1"7/8 UNF 315 0
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