
Bride à colerette à souder PN10/16 acier

Bride à colerette à souder PN10/16 acier

Normes : EN 1092-1 type 11 (Sauf 810C-133 et 810C-139 : DIN 2633)
Matière : Acier P245GH

Pression maximale de service : 16 Bars

Code                            Référence                                          DN                                D1                             Nb trous                           L                            D2               Poids 

041279 BRIDE/PN10 DN15XCOL21 15mm 65mm 4x12 14mm 21.3mm 0

041283 BRIDE/PN10 DN20XCOL26 20mm 75mm 4x12 14mm 26.9mm 0

041286 BRIDE/PN10 DN25XCOL33 25mm 85mm 4x12 14mm 33.7mm 0

041278 BRIDE/PN10 DN32XCOL42 32mm 100mm 4x16 18mm 42.4mm 0

041287 BRIDE/PN10 DN40XCOL48 40mm 110mm 4x16 18mm 48.3mm 0

041289 BRIDE/PN10 DN50XCOL60 50mm 125mm 4x16 18mm 60.3mm 0

041290 BRIDE/PN10 DN65XCOL76 65mm 145mm 8x16 18mm 76.1mm 0

041291 BRIDE/PN10 DN80XCOL88 80mm 160mm 8x16 18mm 98.9mm 0

041292 BRIDE/PN10 DN100XCOL114 100mm 180mm 8x16 18mm 114.3mm 0

041293 BRIDE/PN10 DN125XCOL133 125mm 210mm 8x16 18mm 133mm 0

041296 BRIDE/PN10 DN125XCOL139 125mm 210mm 8x16 18mm 139.7mm 0

041297 BRIDE/PN10 DN150XCOL159 150mm 240mm 8x20 22mm 159mm 0

041298 BRIDE/PN10 DN150XCOL168 150mm 240mm 8x20 22mm 168.3mm 0

041299 BRIDE/PN10 DN200XCOL219 200mm 295mm 8x20 22mm 219.1mm 0

041301 BRIDE/PN16 DN200XCOL219 200mm 295mm 12x20 22mm 219.1mm 0
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