
Bride taraudée PN10/16 acier

Bride taraudée PN10/16 acier

Normes : EN 1092-1 type 13 - Taraudage norme ISO7-1
Matière : Acier P245GH

Pression maximale de service : 16 Bars

Code                            Référence                                          DN                                D1                             Nb trous                           L                            D2               Poids 

041229 BRIDE/PN10 DN15XFG1/2 15mm 65mm 4x12 14mm FEM 1/2 0

041230 BRIDE/PN10 DN20XFG3/4 20mm 75mm 4x12 14mm FEM 3/4 0

041231 BRIDE/PN10 DN25XFG1" 25mm 85mm 4X16 14mm FEM 1" 0

041232 BRIDE/PN10 DN32XFG1"1/4 32mm 100mm 4x16 18mm FEM 1"1/4 0

041233 BRIDE/PN10 DN40XFG1"1/2 40mm 110mm 4x16 18mm FEM 1"1/2 0

041234 BRIDE/PN10 DN50XFG2" 50mm 125mm 4x16 18mm FEM 2" 0

041235 BRIDE/PN10 DN65XFG2"1/2 65mm 145mm 8x16 18mm FEM 2"1/2 0

041236 BRIDE/PN10 DN80XFG3" 80mm 160mm 8x16 18mm FEM 3" 0

041237 BRIDE/PN10 DN100XFG4" 100mm 180mm 8x16 18mm FEM 4" 0
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